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Effect of Protein Content in Natural Rubber on Properties of
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Abstract：The effect of protein content in natural rubber（NR） on the properties of its silica filled 
compound  was studied. The results showed that in the compound without silane coupling agent Si69，
the Mooney viscosity，FL and Fmax increased with the increase of protein content. With addition of silane 
coupling agent Si69，the silica dispersion of the compound was improved，the Mooney viscosity，FL and Fmax 
decreased，t10 and t90 were significantly prolonged，the physical properties of the vulcanizate were improved，
and the rolling resistance decreased.
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圣奥化学全球化布局首选泰国

全球领先的聚合物添加剂综合服务商圣奥化

学科技有限公司（以下简称圣奥化学）宣布其泰国

子公司圣奥化学泰国有限公司（以下简称圣奥泰

国）在泰国春武里府洛加纳工业园正式开工建设，

这是圣奥化学旗下第6个生产基地，也是圣奥化学

投建的首个海外生产基地，建成后将为全球客户

提供卓越的产品和服务解决方案以及崭新的品牌

体验。圣奥泰国的开工建设标志着圣奥化学迈出

了全球化战略布局的重要一步。 
据了解，圣奥泰国是圣奥化学于2019年9月在

泰国春武里府设立的全资子公司，占地面积约6. 4
万m2，总投资约2. 9亿元人民币。圣奥化学计划以

Smart Sennics数字化战略为指引，结合国内工厂数

字化转型经验，将圣奥泰国打造成为新一代智慧、

智能工厂。圣奥泰国预计2020年年内投产运营，

建成后具备年产2. 5万t橡胶防老剂的生产能力，将

填补东南亚国家橡胶防老剂生产的空白，为下游

客户的东南亚生产基地提供本地化供应，同时通

过泰国的地缘和商务优势，将市场辐射到整个东

南亚乃至全球。

（摘自《中国化工报》，2020-03-10）


