
化和假设下进行的, 而简化和假设越多, 误

差也就越大。尽管如此, 在测试手段相对比

较落后的国内轮胎行业, 这不失是个可行的

方法。笔者用上述实验结果计算了上轮公司

正泰橡胶厂生产的 165R 16 轿车子午线轮胎

的稳态温度场[ 8 ] , 其计算结果有相当的可信

性。

橡胶材料的热生成率 (以及其它力学性

能和热学性能) 的确定是一项非常困难的工

作, 特别是国内轮胎企业, 受各种条件的限

制, 在材料性能测试方面起步晚、进展慢, 经

验相对缺乏, 因此本文介绍的轮胎所用各种

材料热生成率的测定工作难免存在错误和欠

缺。关于这方面工作的进一步改进, 除了上

试样的形状和尺寸也需要进一步研究, 以进

一步提高热生成率的测试精确程度。
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D eterm ina tion of Hea t Build-up of T ire M a ter ia ls

Chen Z heny i
(Shanghai T ire and Rubber Group Co rp. L td. 　200072)

Abstract　T he sim p lif ied condit ion s under w h ich the hea t bu ild2up of a ll t ire m ateria ls

w as determ ined w ere invest iga ted. Fo r p rovid ing the hea t bu ild2up characterist ics of t ire m a2
teria ls to ca lcu la t ing the tem pera tu re field of t ire, the hea t bu ild2up of variou s m ateria ls in

165R 15 rad ia l passenger car t ire under d ifferen t runn ing condit ion s w as determ ined assum ing

tha t the stra in varia te sinu so ida lly in a period, the viscoelast icity of m ateria ls be linear, the

hea t bu ild2up of rubber be iso trop ic, and the stra in com ponen t of rubberöco rd com po site per2
pendicu lar to the ca lender d irect ion be neglig ib le.

Keywords　t ire, rubber, hea t bu ild2up , hysteresis


