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了运行成本，提高了生产安全性。同时，导热油循

环加热系统是通过导热油热传导降温放出热能达

到加热目的，设备构成简单，最佳加热温度范围在

100～380℃内，加热范围广。

导热油加热胶带硫化机的影响因素较多，从

理论上量化这些因素的影响还有待于进一步

探讨。
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Finite Element Analysis on Heating Plate Temperature Field of

Large Belt Curing Press Heated by Heat Transfer Oil

W【，Jing-jing，DONG Lin—fu，L儿，Yah—song

(Shenyang University of Chemical Technology，Shenyang 110142，China)

Abstract：The heating plate transient temperature field of large belt curing press with heat transfer

oil as heat carrier was analyzed by using ANSYS finite element analysis software，and the temperature

distribution of the heating plate and the change of temperature with time were obtained．The heat

transfer oil heating was compared with steam heating，and the simulation results showed that by using

heat transfer oil in the large belt curing press，the process had higher efficiency and lower energy con—

sumption．This study provided references for the application of heat transfer oil in the belt curing

press．
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巴陵石化SEBS首次出口欧盟
中图分类号：TQ333．99 文献标志码：D

中国石油化工股份有限公司(中石化)化工销

售华中分公司透露，55 t中石化巴陵分公司(巴陵

石化)苯乙烯嵌段共聚物(SEBS)热塑性橡胶产品

日前从岳阳港外贸码头启运，发往意大利。巴陵

牌SEBS产品首人欧盟市场。

SEBS是合成橡胶小品种，传统市场在欧美

发达国家。据了解，近年来，欧盟国家对化工产

品的要求不断提高。为尽快打通巴陵石化

SEBS出口欧洲市场的渠道，中石化化工销售华

中分公司与中石化欧洲公司一起加强与客户沟

通，了解客户诉求，安排做好样品寄送及测试等

前期准备工作，并在产品性能满足客户使用要

求和REACH手续齐全的前提下，建议客户试

订单采购。经过不懈努力，2013年1月，中石化

化工销售华中分公司与意大利某客户成功签订

出口订单。

据悉，中石化化工销售华中分公司2011年出

口巴陵石化SEBS产品240 t，2012年出口840 t，

2013年前2个月已签出口订单1 000多吨。

(摘自《中国化工报》，2013—03—04)


