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Interaction between filler and NR/BR

J IA Hong-bing , CHEN Y ue-hong ,ZHANG Xian-ru ,ZHANG Shi-qi , LIU Wei-dong
(Nanjing University of S cience and Technology , Nanjing　210094 , China)

　　Abstract:The interaction between carbon black , silica/coupling agent o r carbon black/coupling agent/

silica and NR/BR and its inf luence on the properties of vulcanizate w ere invest ig ated by NH3 absorpt ion

method.The results show ed that the covalent bonds accounted fo r 40%in the rubber-black bonds ,while the

phy sical bonds were predominant;the covalent bonds accounted for 66% in rubber-coupling agent-silica

bonds;and the covalent bonds accounted fo r 71%～ 73%in rubber-coupling agent-silica-black bonds.
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橡胶小辞典 3条

旋塞衬套　cock bushing 　系采用石棉橡胶

板冲切成一定形状 ,再涂以胶粘剂相互贴合 、经模

压硫化而制成的筒状密封制品 。此产品耐热性

好 ,强度高 ,启闭灵活 ,塞杆不易磨损 ,拆装方便。

主要用于锅炉水位器旋塞 , 无眼衬套主要用于

渗透性强的联苯及联苯醚混合物的反应釜及管

道中 。

石棉橡胶盘根　asbestos rubber packing　以

橡胶为胶粘剂 ,用石棉布或石棉线作为主要材料 ,

经过涂胶 、折叠或编织 、压型 、硫化而制成的密封

制品 。根据制造方法的不同分为折叠型和编织型

两种。可用于往复运动 、旋转运动和螺旋运动用

密封。其工作温度为 250 ～ 450 ℃,工作压力为

4.5 ～ 6.0 MPa。

橡胶密封胶　rubber sealant　系以橡胶为主

体材料 ,配合增粘树脂 、软化剂 、硫化剂 、补强填充

剂等配合剂经混炼 、溶解等工序加工制作而成的

一类密封材料 。一般用于机械 、仪表 、管道及建筑

构件接合部位 ,防止外部灰尘 、水 、气体等侵入机

构内部 ,或防止内部介质泄漏 ,从而达到密封 、隔

音 、隔热 、绝缘及缓冲的目的。按形态可分为液态

密封胶(如热熔密封胶)。液态密封胶又可分为无

溶剂型 、溶剂型和乳液型 。按主体材料可分为硅

橡胶密封胶 、聚氨酯密封胶 、丁基密封胶和聚硫密

封胶等。
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