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Study on Abrasion Resistance of Electrostatic Flocking of Automobile 
Sealing Strip after Light Aging

WU Rongyi
（SAIC-VOLKSWAGEN Automobile Co. ，Ltd，Shanghai 201805，China）

Abstract：Influence factors of abrasion resistance of the electrostatic flocking of the automobile sealing 
strip after light aging were studied. Based on the light aging mechanism of flocking adhesion agent and 
electrostatic flocking process，the effects of process conditions including surface temperature of sealing strip 
before flocking，plasma surface treatment，thickness of adhesion agent，environment of electrostatic flocking 
and curing temperature of adhesion agent on the abrasion resistance were analyzed. The results showed that by 
increasing the thickness of the adhesion agent film through adjusting the amount of discharged content from 
peristaltic pump，and increasing the surface temperature of sealing strip to above 180 ℃ through elevating the 
temperature of the curing ovens at both two curing stages，the abrasion resistance of the electrostatic flocking 
of the automobile sealing strip after light aging could meet the requirements of enterprise standard.
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全球天然橡胶产量和消费量双增长

全球天然橡胶生产国协会（ANRPC）近日发布

的最新统计数据表明，2018年，世界天然橡胶产量

为1 396万t，比2017年的1 335万t增长4. 6%；世界

天然橡胶需求量同比增长5. 2%，达到1 402万t。
大多数ANRPC成员国2018年的天然橡胶产

量比上年均有所提升，如泰国增长9. 4%、印度尼西

亚增长4. 0%、越南增长0. 5%、中国增长4. 3%、柬

埔寨增长13. 9%、菲律宾增长8. 7%。但ANRPC表

示，国际天然橡胶价格的持续低迷，不仅影响了所

有天然橡胶生产国数以百万计的小型橡胶园胶农

的收入，也挫伤了他们的信心。

2018年，ANRPC成员国的天然橡胶出口量为

1 028万t，同比下降了1. 4%。与此同时，ANRPC成

员国的天然橡胶进口量从2017年的770. 6万t增长

了1. 3%。

（摘自《中国化工报》，2019-03-14）

贵州前进轮胎加速越南轮胎项目进程

贵州前进轮胎投资有限责任公司为了加快其

越南年产120万条全钢子午线轮胎项目的建设进

程，将投资4 290万美元在越南新设立全资子公司

前进轮胎（越南）有限责任公司（暂定名）。

新公司将作为主体投资、建设、运营越南全钢

子午线轮胎项目，加快项目建设进度，推动轮胎国

际产能合作落地，合理控制投资风险并积极探索

更符合国际市场竞争的运营机制。

（本刊编辑部）


