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Analysis of BR Structure by ATR-FTIR
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Abstract：Attenuated total reflectance（ATR）-Fourier transform infrared（FTIR） was applied in BR 
analysis. ATR-FTIR spectrums of different BR were obtained. ATR-FTIR allowed fast identification of BR 
raw rubber and vulcanized rubber in unknown rubber material and the analysis results could also determine 
whether the vulcanized rubber contained silica. ATR-FTIR was convenient and fast to analyze BR structure.
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4项轮胎用射频识别电子标签行业标准

即将实施

中图分类号：TQ336. 1；T-652. 2  文献标志码：D

工业和信息化部日前发布公告，批准了643项
行业标准，其中包括4项《轮胎用射频识别（RFID）
电子标签》行业标准，这4项标准适用于轿车轮胎

及载重轮胎用RFID电子标签。

（1）HG/T 4953—2016[轮胎用射频识别（RFID）
电子标签]：规定了轮胎用RFID电子标签的术语和

定义、型号命名、基本参数和结构组成、要求和标

志、使用说明书、包装、运输、贮存等要求。

（2）HG/T 4954—2016[轮胎用射频识别（RFID）
电子标签植入方法]：规定了轮胎用RFID电子标签

的植入方法。

（3）HG/T 4955—2016[轮胎用射频识别（RFID）
电子标签性能试验方法]：规定了轮胎用RFID电子

标签的性能试验方法。

（4）HG/T 4956—2016[轮胎用射频识别（RFID）电

子标签编码]：规定了轮胎用RFID电子标签编码的术

语和定义、通用要求、数据结构、数据方案等要求。

（本刊编辑部）

人工草皮填充材料ASTM标准涉及废胶粉

中图分类号：X783. 3；T-651  文献标志码：D

美国材料试验学会（ASTM）体育器材、球场表

面和设施标准化技术委员会（F08）正在制定建议

标准ASTM WK47821《人工草皮填充材料规范 可
抽出有害金属规定》，并将在该委员会2016年5月
会议上讨论。该标准适用于任何人工草皮表面所

使用的填充材料。

运动员有可能吸入、摄取或皮肤接触废胶粉

等人工草皮填充材料中的潜在有害物质。该标准

有助于解决人体摄入有害金属的测定等问题。

ASTM WK47821参考了ASTM F963《玩具安全的

消费者安全标准规范》中有害物质含量测定相关内

容，可抽出有害金属含量测试方法与ASTM F963 
和ASTM运动场标准（F2075和F3012）相同。

（清 风）


